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OTBOJA KaHaNU3aLMOHHON TPYyObl XeMKOp
HIMBX

Mcnonb3yloTca B MecTax NoBOpPOTOB TPy6
KaHanusauuu.

[puMeHeHune

0TBOJ, 6bITOBbIX CTOKOB

06yCTPOICTBO ApeHaxa

060pyA0BaHMEe NMBHEBOI KaHaNNU3aLuu
yfaneHue XuaKnx oTXxoaoB oT
X035IMCTBEHHO-MPOMbILLIEHHOA
AeATeNbHOCTU YenoBeka

Marepuan [nametp, MM Kon-Bo B ynakoBske, WIT PosHuyHas LeHa

OtBop Xemkop HIBX yron

A 110 1 257 P/wt
nosopota 15

OtBopg Xemkop HIBX yron

) 110 1 262 P/ut
nosopota 30

OtBOp XEMK(:p HIMBX yron 110 1 274 Pjut
nosopota 45

OtBOp XeMKgp HIBX yron 110 1 no 3anpocy
nosopota 60

OtBop XEMK(‘J’p HIMBX yron 110 1 350 &/wrt
nosopora 87

OtBop XEMK(?’p HIMBX yron 160 1 no sanpocy
nosopota 15

OtBop XEMK(i:p HIMBX yron 160 1 no 3anpocy
nosopota 30

OtBop XEMKgp HIMBX yron 160 1 659 P/wT
nosopota 45

OtBop Xemkop HIBX yron 160 1 845 P/ur

nosopota 87°
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https://t.me/ukar_su?text=%D0%97%D0%B4%D1%80%D0%B0%D0%B2%D1%81%D1%82%D0%B2%D1%83%D0%B9%D1%82%D0%B5.+%D0%98%D0%BD%D1%82%D0%B5%D1%80%D0%B5%D1%81%D1%83%D0%B5%D1%82
https://max.ru/u/f9LHodD0cOKjYUsoh3OVDOl6PMj2d6SRd23DpFOgRkBC0qSPJOW5hngNKuE

Marepuan

[nametp, MM Kon-Bo B ynakoBke, WIT

Po3HuyHas LeHa

OTBOA Xemkop HIMBX yron
nosopota 15°

OTtBop Xemkop HIBX yron
nosopota 30°

OTtBop Xemkop HIBX yron
nosopota 45°

OTtBop Xemkop HIBX yron
nosopora 87°

OtBop Xemkop HIBX yron
nosopota 45°

OTtBog Xemkop HIBX yron
nosopota 87°

OtBog Xemkop HINBX yron
nosopota 30°

OtBog Xemkop HINBX yron
nosopota 45°

OtBog Xemkop HINBX yron
nosopota 87°

OtBog Xemkop HINBX yron
nosopora 45°

OTtBog Xemkop HINBX yron
nosopora 87°

OtBog Xemkop HINBX yron
nosopora 45°

OtBog Xemkop HIMBX yron
nosopora 87°

200 1
200 1
200 1
200 1
250 1
250 1
315 1
315 1
315 1
400 1
400 1
500 1
500 1

no sanpocy

2392 P/ur

2185 P/wr

2 629 P/wr

no sanpocy

5833 P/wr

no 3anpocy

no 3anpocy

no 3anpocy

no 3anpocy

no 3anpocy

no 3anpocy

no 3anpocy
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